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Plates Switches

CCA010
CCA011
CCA012
CCA013

Standards: BS EN 60669-1
Back Box Depth (mm): 16  019 105: 25
Cable Size (mm²): 4 x 1.5 or 2 x 2.5
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 9.5 (D) 2 Gang: 146 (W) x 86 (H) x 9.5 (D)

®

CCA019
CCA025
CCA027
CCA105
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Dimmer Switches (Leading Edge)

CCA141
CCA142

®

®

Standards: BS EN 60669-1 & BS EN 55015 BS EN 61000-3-2 & BS EN 61000-3-3 BS EN 61000-4-2 & BS EN 61000-4-3 BS 
EN 61000-4-4 & BS EN 61000-4-5 BS EN 61000-4-6 & BS EN 61000-4-11  
Type: Leading Edge 
Back Box Depth (mm): 25 Cable Size (mm²): 2 x 1.5
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 9.5 (D) 2 Gang: 146 (W) x 86 (H) x 9.5 (D)

®

®

Dimmer Modules

MD9001
MD9010
MD9022
MD9042
MD9014

Dimmer M10 Nut Runner

SP900
Use the nut runner to easily exchange dimmer modules and create customised 
dimmer switch plate

CCA143
CCA144
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Fused Connection Units With Optional Flex Outlet Through Front

CCA050
CCA051
CCA052
CCA053

Round Pin Socket Outlets

CCA038
CCA039

Switched Socket Outlets

CCA605
CCA606

Standards: BS 1363-4 BS 1362
Back Box Depth (mm): 25 
Cable Size (mm²): 3 x 2.5 or 2 x 4
Dimensions (mm): 86 (W) x 86 (H) x 9.5 (D)

Standards: 038 039: BS 546 605 606 771: BS 1363-2: 2016 +A1: 2018 780: BS EN 60950-1 BS 1363-2, BS 5733 BS EN 61000-6-1 BS EN IEC 
61204-3 BS EN 61000-6-3 771: BS EN IEC 62368-1 BS EN 62680-1-1
Back Box Depth (mm): 25 771: 35 
Cable Size (mm²): 3 x 2.5 or 2 x 4 038: 4 x 1.5 or 3 x 2.5 039: 3 x 1.5
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 9.5 (D) 2 Gang: 146 (W) x 86 (H) x 9.5 (D)

Switched Sockets With USB Outlets

CCA771
CCA780
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45A Switches And Socket Outlets

CCA200
CCA201

CCA202
CCA203

CCA204
CCA205

20A DP Sink/Bath Switch

CCA024

20A Control Switches With Optional Flex Outlet

CCA022
CCA023

Standards: BS EN 60669-1  204 205: BS 4177
Back Box Depth (mm): 35 
Cable Size (mm²): 1 x 16
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 9.5 (D) 2 Gang: 146 (W) x 86 (H) x 9.5 (D)  202 203: 86 (W) x 146 (H) x 9.5 (D)

Standards: BS EN 60669-1 020 021: BS EN 60669-2-4
Back Box Depth (mm): 25 020 021: 16
Cable Size (mm²): 3 x 2.5 020 021: 4 x 1.5 or 2 x 2.5
Dimensions (mm): 86 (W) x 86 (H) x 9.5 (D)

Fan Isolation Switch

CCA020
CCA021

CCA040
CCA042
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Blank Plates

CCA060

Dual Voltage Shaver Socket

CCA100

Standards: BS 5733 100: BS EN IEC 61558-1 BS EN 61558-2-5
Back Box Depth (mm): 16 061: 25 100: 47 
Cable Size (mm²): 100: 2 x 1.5 or 1 x 2.5  017: 3 x 2.5 or 2 x 4
Dimensions (mm): 1 Gang: 86 (W) x 86 (H) x 9.5 (D) 2 Gang: 146 (W) x 86 (H) x 9.5 (D) 100: 86 (W) x 146 (H) x 9.5 (D)

Flex Outlet Plates

CCA017

®

CCA061
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Isolated Coaxial Outlets (Unshielded)

CCA158
CCA159

Satellite Outlets (Unshielded)

CCA156
CCA157
CCA170

RJ11 Telephone Outlet

CCA115

Back Box Depth (mm): 16 
Dimensions (mm): 86 (W) x 86 (H) x 9.5 (D)

Back Box Depth (mm): 16 115: 35  
Termination Type: IDC 115: Screw
Dimensions (mm): 86 (W) x 86 (H) x 9.5 (D)

Non-isolated Coaxial Outlets (Unshielded)

CCA065
CCA066

Telephone Outlets

CCA119
CCA122
CCA124
CCA127
Twin outlets are 2 separate sockets and not internally linked together.
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Moulded Pattress Boxes

CCA080
CCA081
CCA082
CCA083
CCA084
CCA085
CCA086

Standards: BS 4662
Dimensions (mm): 080: 87 (W) x 87 (H) x 20 (D) 081: 87 (W) x 87 (H) x 30 (D) 082: 147 (W) x 87 (H) x 30 (D)
083: 87 (W) x 87 (H) x 40 (D) 084: 147 (W) x 87 (H) x 40 (D)  085: 87 (W) x 87 (H) x 52 (D) 086: 147 (W) x 87 (H) x 52 (D)

FlameGuard® Dry Lining Boxes

WA4135 ®

WA4235 ®

WA4147 ®

WA4247 ®

Galvanised Steel Back Boxes

WA092

WA093

WA094

WA095

WA096

WA097

WA098

WA099

WA102

Dry Lining Boxes

WA087P

WA088P

WA106P

WA107P

WA108P

FlameGuard®

Complies with Building Regulations Fire tested up to 90 minutes with the cabability of the boxes being mounted back to back.

Dry Lining Boxes (Sprung Fixing Lugs)

WA087SF

WA088SF

WA106SF

WA107SF

Ezylink’ Dry Lining Boxes
GA100
Suitable for use with WA087P, WA088P, WA106P & WA107P.
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